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SkyBitz SmartTruck Battery Swap Instructions (Updated: 7/20/22)
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Battery Management:

1. Device features wireless charging and hot-swappable battery allowing for
continuous use with no downtime.

2. Advanced swap mechanism: automatic open latch detection & LED to confirm
device is ready for battery swap.

3. 4100 mAh capacity = 14+ hours autonomy both indoor and outdoor in most heavy
use case scenarios
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SkyBitz SmartTruck Battery Swap Instructions (Updated: 7/20/22)

Option 1:

1. Rotate one battery latch to the open position. The battery swap LED lights up
solid red.

2. Wait for the LED to turn solid green and then rotate the other latch to the
open position.

3. Replace the battery.

4. Press and release the power button to resume your session.

Option 2:

1. Press and hold the Power button to display the Long Press Menu and tap
Battery Swap.

2. Tap Confirm.
3. The battery swap LED lights up solid red.

4. Wait for the LED to turn solid green and then rotate the battery latches to the
open position.

5. Replace the battery.

6. Press and release the power button to resume your session.
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SkyBitz SmartTruck Battery Swap Instructions (Updated: 7/20/22)

Charging Options:

1. The Memor 10 features sophisticated battery management profiles allowing the
user/administrator to prioritize.
a. Battery life
b. Battery capacity
c. Charging speed

=  Charging Profile - Setup =  Charging Profile - Setup =  Charging Profile - Setup =  Charging Profile - Setup

Current Profile
Battery Lifetime + Maximum
Capacity

Preferences (select 1 or 2)

QOO

Battery Maximum Charging
Lifetime  Capacity Speed

Selected Profile Details
Standard battery lifetime
Maximum capacity near 100%
Recharge time around 7 Hours

Apply Profile

Current Profile
Battery Lifetime + Charging Speed

Preferences (select 1 or 2)

OO

Battery Maximum Charging
Lifetime  Capacity Speed

Selected Profile Details

High battery lifetime

Maximum capacity around 80%
Recharge time around 3 Hours

Apply Profile

© 2022 SkyBitz Inc. | SkyBitz, the SkyBitz logo, SmartTank, SmartTruck and SmartTrailer are registered
trademarks of Telular Corporation. Telular is a business unit of AMETEK, Inc. All Rights Reserved.

Current Profile
Maximum Capacity + Charging
Speed

Preferences (select 1 or 2)

©0o

Battery Maximum Charging
Lifetime  Capacity  Speed
Selected Profile Details

Low battery lifetime
Maximum capacity around 100%
Recharge time around 3 Hours

Apply Profile

Current Profile
Charging Speed

Preferences (select 1 or 2)

QOO

Battery
Lifetime

Maximum Charging
Capacity Speed

Selected Profile Details
Standard battery lifetime
Maximum capacity around 80%
Recharge time around 2 Hours

Apply Profile
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