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P/N 903-00050 Rev A

 Hardware Specifications 
Hazardous Classification: Class 1 Div. 1 
Group D, Temperature Code T3C.
Weight: Without Sensor Assembly: 2.0 lbs. 
(0.91 kg)
Construction: ROHS Compliant
Enclosure: CPVC w/ Lexan Cover, Weather-
proof, NEMA 4X/IP56, UL94V-0  

Wireless Communications
Mode: LTE Digital Wireless Radio / Satellite  
RF Approval: FCC Part 15 Approved 
GPS Receiver: Internal Antenna, Optional 
External GSM Antenna  
Cellular Specifications: LTE Cat-1 with 3G 
fall back (Verizon is LTE only) 

Performance
Output Voltage: Nominally 21V +- 5% 
Output Current: Rated from 0-50mA  
Sensor: Intrinsically Safe 4-20 mA 
Battery: 6V - SMARTank Battery Pack, P/N 
394-00023 
Expected Battery Life: Up to three years 
depending on website settings 

Environmental  
Operating Temperature:
-4°F to 104°F (-20°C to 40°C)  

Storage Temperature:
-40°F to 185°F (-40°C to 85°C) 

BUNG OPENING

JUNCTION BOX

CUSTOMER SUPPLIED 
PROBES OR OTHER 
COMPATIBLE GAUGES. 
MUST BE INTRINSICALLY 
SAFE & TYPE; 4:20mA 
ONLY 

SECURELY MOUNT 
ST95LC1 MONITOR USING 
UNIVERSAL MTG KIT 

ST95 UPLINK

CAUTION
THE CABLE MUST
REACH THE SAFE AREA 

TANK FITTING, USE A BALL 
VALVE TO ISOLATE THE PROBE 

See tables (1 and 2)MAGNETIC MOUNT
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TO CUSTOMER SENSOR 
USING AN UPLINK CABLE 

COMMENTS4/20 LOOP FUNCTION

Circuit 1 - 21V+

Circuit 1 - Ground

Circuit 1 - Input

Orange

Black

TIN ALL WIRE ENDSYellow

Control Dr awings  Part #906-00020  |  Installation Option  #1

HAZARDO US AREA
CLASS 1 | DIV 1 | GROUP D

JUNCTION BOX

ST95 UPLINK

See tables (1 and 2)
MAGNETIC MOUNT

SECURELY MOUNT 
ST95LC1 MONITOR USING 
UNIVERSAL MTG KIT 
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TO CUSTOMER SENSOR 
USING AN UPLINK CABLE 

COMMENTS4/20 LOOP FUNCTION

Circuit 1 - 21V+

Circuit 1 - Ground

Circuit 1 - Input

Orange

Black

TIN ALL WIRE ENDSYellow

Control Dr awings  Part #906-00020  |  Installation Option #2

HAZARDO US AREA
CLASS 1 | DIV 1 | GROUP D

CAUTION
THE CABLE MUST
REACH THE SAFE AREA 
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Circuit 2 = Input

Circuit 1 = Ground

Circuit 1 = Input

Circuit 1 = 21V+ Orange

Yellow

Black

White

Green

Brown

Circuit 2 = 21V+

Circuit 2 = Input

4/20 LOOP FUNCTION TO CUSTOMER SENSOR
USING AN UPLINK CABLE
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Circuit 2 = Input

Circuit 1 = Ground

Circuit 1 = Input

Circuit 1 = 21V+ Orange

Yellow

Black

White

Green

Brown

Circuit 2 = 21V+

Circuit 2 = Input
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