
Quick Start Installation Guide

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Tank Height  

Tank Type Horizontal or Vertical 

Tank Capacity  

Product Name  

Current Product  
Inch Level 

 

Location Name  

Organization  

Tank Name  

Bulk Diesel – Lubes – Chemicals 

ST 90 LTE Monitor 

Inspect Box(es) Contents  

Minimum Tools Required 

• 

• 

• 

Installation Video:  

 

QUICK START INSTALLATION 

• 

• 

• 

• 

STEP BY STEP INSTRUCTIONS 

Submersible Sensor – Monitor – 2" NPT Installation Fitting 

” ” ”
”

https://telular.wistia.com/medias/v3950km9vj
https://telular.wistia.com/medias/v3950km9vj
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Condition LED Description 

Power ON 

Active on Cellular 
Network 

Connected to Cellular 
Network 

Successful Call 

 

 
 

ACTIVATION 

 

 
 

If the call is unsuccessful, the red LED will light with the green LED flashing 
with the error number. 

Note:

 



         
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Complete tank set up on SMARTank website or contact SkyBitz at 
1-888-826-5546 to complete set up and confirm level readings. TANK OPENING/INSTALL EXAMPLES 

Use Black or CPVC Fittings 

2” Opening (Direct Install) Vent T (Installation) 

3” or 4” Opening – Using reducer for 2” Installation 

Reducer 

Quick Start Installation Guide 
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SKYBITZ WEBSITE DATA ANALYTICS 

Logons – Passwords – Permissions 

SkyBitz Customer Service: 888-826-5546 


