
DoorWatch    Wireless Bluetooth Door SensorTM

Why SkyBitz DoorWatch is 
Right For Your Fleet?

Provides near real-time 
notifications of Open / Close 
door events enhancing  
cargo security.

Enabled with Bluetooth v5 
Long Range Wireless link

Combines with SkyBitz 
SkyCamera to trigger cargo 
images on door events

Battery Powered: Field 
replaceable, off-the-shelf coin 
cell battery

Quick to install (10 minutes), 
pairing with SkyBitz telematics 
devices using SkyMobile 
installation verification app

No wiring or calibration 
required

Protective bracket designed to 
deflect impact

Support for Swing and Roll-Up 
Doors

Improve Fleet Visibility, Maximize Efficiency

Are you looking to improve fleet visibility, enhance security, and get 
notified of possible unauthorized access to your trailers and containers?

The SkyBitz DoorWatch wireless Bluetooth door sensor delivers 
total visibility of your assets and provides a more complete 
status of your cargo.

Improve Cargo Visibility: Enhance visibility to cargo status, get 
alerted if door activity is detected in unplanned locations.

Asset Monitoring: Monitor your assets anytime, anywhere, with 
customizable alerts for unauthorized door openings.

Quick Alerts: Set up alerts for “door open” events outside of 
specified landmarks in minutes.

Visibility to Potential Misuse: Gain visibility to potential misuse 
based on excessive door activity at customer locations. 
 

Valuable Analytics: Gain valuable Insights into customer behavior 
to improve performance and increase asset utilization.
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TRAILER TRACKING 

Fast Setup 

Set up the SkyBitz Doorwatch wireless 
Bluetooth sensor in under 10 minutes- 
no wiring or calibration required. Just 
quick and easy installation that saves 
you time and money.

Real-Time Updates

Get regular status updates from 
DoorWatch on door open/close events. 
Easily mounts to trailers or containers 
with swing or roll-up doors.

Integration

Effortlessly integrates with SkyBitz 
Kinnect and Kuantum and can be fully 
monitored through the SkyBitz InSight 
platform. Configuring notifications for 
door activity has never been easier.

Hassle-free Installation and Event Based Monitoring 
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Physical IP 67 Multi Sensor (waterproof)

Sensor Dimensions (Includes Required Protection Bracket) 
(L x W x H): 3.5 x 3.0 x 0.89 in (88.9 x 76.2 x 22.6 mm)

Operating Temperature: -40°C to 85°C

Sensor/Bracket Weight: 6.6 oz (187.1 g) Storage Temperature: -40°C to 85°C

Sensor Bracket Mounting: 4 Stainless Steel Sealing Blind 
Rivets – Internal mount to door frame

UV: ASTM G154

Sensor Magnet Dimensions (Includes Required Mounting 
Bracket) (L x W x H): 2.7 x 1.5 x 0.67 in (88.9 x 38.1 x 17.0 mm)

Mechanical Shock: JESD22-B110A

Magnet/Bracket Weight: 2.5 oz (70.1 g) Vibration: JESD22-B103B

Magnet Bracket Mounting: 3 Stainless Steel Sealing 
Blind Rivets – Internal mount to door

Temperature: JESD22-A104, IEC 60068-2-1, IEC 60068-2-2

Bracket Material = 15 Guage Galvanized Steel Thermal Shock: IEC 60068-2-14

Sensor Housing Material: Lexan 943A Rough Handling/Drop: IEC 60068-2-31

Supported Asset Types : Trailers and containers with 
barn doors or roll doors

Dust: IEC / EN 60529 IP6X

“Make” Contact Distance: 3/8” Typical
Battery: CR2477X coin cell, 3.0V, 1000 mAh 
User-replaceable

“Break” Contact Distance: 1/2” Typical

Features Interfaces

Smart Sensor Tracking: Door open/close notification BTv5 Bluetooth LE Long range

SkyCamera Image Triggers
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Seamless integration with SkyBitz SkyCamera
Need to enhance fleet security and operational control?
DoorWatch offers near real-time Door status updates. Seamlessly integrated with SkyBitz SkyCamera, it captures cargo images on 
door status changes, providing visual proof for added security and visibility.

SkyBitz Disclaimer: 

All specifications provided are approximate and subject to change without notice. Performance may vary due to environmental 
conditions, installation, and usage. For the latest specifications, visit www.skybitz.com.


